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COYOTE® Silicone Grommet Kits  
for use in COYOTE ONE, GLC, LCC, Aerial Drop, In-Line RUNT, Terminal, Dome, and Taut Closures

Catalog  
Number

Cable Range 
Inches (mm)

Description Grommets

8004096 .30 - .43 (7.6 - 10.9) 1-hole grommet

8003691 .40 - .60 (10.7 - 15.2) 1-hole grommet

8003692 .60 - .85 (15.2 - 21.6) 1-hole grommet

8003693 .85 - 1.0 (21.6 - 25.4) 1-hole grommet

8003694 1.0 - 1.25 (25.4 - 31.6) 1-hole grommet

8003663 .42 - .60 (10.7 - 15.2) 2-hole grommet 

8003990
.50 - .60 (12.7 - 15.2)
.125 - .25 (3.2 - 6.4)

and Flat Drop
4-hole grommet

8003664 .30 - .43 (7.6 - 10.9) 4-hole grommet 

8004065 .25 - .31 (6.4 - 10.9) 4-hole grommet 

8003665
.125 - .25 (3.2 - 6.4) 

and Flat Drop
6-hole grommet

8003676
.42 - .60 (10.7 - 15.2)  
.125 - .25 (3.2 - 6.4)  

and Flat Drop
7-hole grommet 

8003677
.125 - .25 (3.3 - 6.4) 

and Flat Drop
8-hole grommet 

8003796 Flat Drop Only 12-hole grommet

Note: Grommet Kit contains (1) Grommet, (1) Cable Measure Tape, (2) Silicone Lubricant Packs, (1) Set of Plugs (where applicable)
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COYOTE® Grommet Selection Guide




