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Unique design, better performance
The BRACE-GRIP System consists of a 
helically formed dead-end that develops 
100 percent or more of the published rated 
breaking strength of the stand for which it  
is designed.

Reduces installation costs and time
The BRACE-GRIP Dead-end system is 
designed to reduce costs for metal building  
manufacturers by cutting down on the 
amount of manufacturing time and space 
needed. Conventional techniques require 
additional space for expensive thread  
cutting lathes, and more time and skill to 
run these machines. The BRACE-GRIP 
Dead-end eliminates the need for costly 
machinery and reduces installation time 
because it is easily applied without tools  
by semi-skilled labor.

Fewer field problems
BRACE-GRIP Dead-ends are easier to 
manage in the field than conventional  
bracing systems. Since the BRACE-GRIP 
system is used on cable rather than brace 
rods, there is no cutting or preparation  

The BRACE-GRIP® offers real advantages for metal building  
manufacturers and dealers.
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BRG-2580 1/4" (6.3 mm) 00060110 1/2" (12.7 mm) 6,650

BRG-2582 5/16" (7.9 mm) 00060110 5/8" (15.8 mm) 11,200

BRG-2583 3/8" (9.5 mm) 00060110 3/4" (19.0 mm) 15,400

BRG-2584 7/16" (11.1 mm) 00060112 3/4" (19.0 mm) 20,800

BRG-2585 1/2" (12.7 mm) 00060112 7/8" (22.2 mm) 26,900

BRG-2586 9/16" (14.2 mm) N/A 1" (25.4 mm) 35,000

BRG-1587 5/8" (15.8 mm) N/A 1-1/4" (31.7 mm) 42,400

BRG-4588 3/4" (19.0 mm) N/A 1-1/4" ( 31.7 mm) 58,300

required. BRACE-GRIP Dead-ends arrive  
in the field ready to apply. Conventional 
methods use difficult-to-handle rolled steel 
brace rods which had to be painted prior  
to application. Often, the rods would arrive  
at the building site either severly bent or 
damaged on the threaded end. Sometimes 
rods would be too long or too short, so  
extension rods had to be used with a  
turnbuckle, or rods had to be cut. With  
the BRACE-GRIP Dead-end, all of these 
potential problems are eliminated.

Various sizes available
BRACE-GRIP Dead-ends accommodate 
1/4" through 3/4" diameter strand, with new 
sizes of 9/6", 5/8" and 3/4".

PLP reliability

PLP products must undergo testing  
conducted in the laboratory. 

Combine these capabilities with PLP’s  
experienced engineering and field-support 
staff, and you’ve got PLP reliability. That’s 
why PLP has been a dependable supplier  
since 1947. 

For more information on the BRACE-GRIP System, please contact PLP. 


